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GENERAL INFORMATION 

CONSTRUCOLOR® PM-AA106 is a polymeric acrylic 
concentrate, eco-friendly, non-flammable and with a low 
Volatile Organic Content (VOC). When mixed with water and 
applied correctly it fills micropores and creates a barrier that 
reduces substrate humidity absorption to a minimum. It’s a dry-
fast white colored liquid that creates a thin and transparent 
film. The PM-AA106 can be applied in interior so exteriors, in 
horizontal or vertical concrete, mortar, non-glassed tiles, quarry 
stone, stone, clay and wood among others.  

CONSTRUCOLORÒ PM-AA106 is manufactured with state-of-
the-art and source materials of the highest qualities, hence 
achieving an excellent performance. 

APPLICATION 

The surface must be cementitious residues, dirt, dust, grease, 
oils, sealer residues and any other natural or animal 
contaminant free. It’s recommended to scrub the surface with 
detergent and rinse with water. If necessary use diluted 
muriatic acid in a proportion of 1 of acid per 5 of water, rinse 
completely with sufficient water to eliminate any acid or 
detergent residue (We recommend to use face mask, gloves 
and eye protection in case of using acid). Allow for the surface 
to be dry to the touch before applying CONSTRUCOLORÒ’s 
PM-AA106. 

All cracks must be repaired with CONSTRUCOLORÒ’s G01-
AA021 (see data sheet) before applying the PM-AA106. Protect 
the clean and repaired substrate from any contamination or 
precipitation before the application of PM-AA106. 

CONSTRUCOLORÒ’s PM-AA106 must not be applied when 
environmental or substrate temperature is less than 40ºF or 
122ºF. When relative humidity is greater than 90% or rain is 
expected; it shouldn’t be applied when temperature is expected 
below dew point in the next six hours after being applied. 

We recommend to protect nearby areas to the application of 
the PM-AA106. 

USE 

It’s mixed in a volume of one PM-AA106 and three of clean 
water (1:3). Apply with a low pressure sprinkler, brush or roller. 
Make sure that the mixture forms a thin and uniform coat over 
the substrates surface. Do not allow for the pooling of the 
product in joints or sinking’s of the substrate. 

Allow for the PM-AA106 to be dry to the touch before 
proceeding to the application of Multipurpose, Polishing, 
Cementitious or Wall Overlays (read Data Sheets before using). 
Drying time may vary depending on temperature, wind or 
humidity conditions. 

When the application has been finalized use water to clean the 
equipment and tools used, eliminate completely any product 
residue. 

PERFORMANCE 

CONSTRUCOLORÒ’s PM-AA106 performance depends on 
substrate’s texture, porosity and absorption to be protected, as 
well as the method used for its application. This can be easily 
determined by performing tests under the normal conditions in 
which it would be applied. 

Mix a volumen of PM-AA106 with three of clean water (1:3) for 
a diluted performance of approximately 248ft²/gallon. This is 
1,890 ft²/bucket. 

PACKAGING 

CONSTRUCOLORÒ PM-AA106 is packed in 5 gallon buckets 
and 55 gallon drums. Unopened containers may preserve the 
product up to 6 months in temperatures between 41ºF and 
104ºF. 

PRECAUTIONS 

The Material Safety Data Sheet, proportioned upon request, 
contains enough information about precautions to be taken. 

WARRANTY 

CONSTRUCOLORÒ guarantees constancy in quality control 
for the manufacturing of the PM-AA106. All information, 
recommendations and suggestion given by 
CONSTRUCOLORÒ in relation to its products, are based upon 
data obtained through controlled testing. Nonetheless, 
conditions of use, application of our products and information 
interpretation remain completely under the users control and 
not CONSTRUCOLORÒ hence, the necessity for the user to 
previously test our products and information beforehand, so 
that they can determine to their own satisfaction if they are 
convenient for the uses and applications they require. 
CONSTRUCOLORÒ does not offer any express or implicit 
guarantee over the results obtained. 
 


