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GENERAL INFORMATION 

CONSTRUCOLOR®’s B03-AA132 pigment is a solvent-free and 
eco-friendly, formulated specially for the integral and uniform 
coloring of cement mixtures, it does not affect concrete and mortar 
properties. 

Raw materials used to fabricate the B03-AA132 Thixotropic Gel 
pigments ate inorganic and organic, they have a high resistance to 
outdoor conditions and alkalinity, but because of their organic 
nature they are sensitive to UV rays and if the concrete or mortar 
surface pigmentes with B03-AA132 is exposed to sunlight, it must 
be covered with a UV ray filter sealer. We recommend 
CONSTRUCOLOR®’s S02-AA052 and S01-AA046 Sealers (read 
Data Sheets).  

APPLICATIONS 

CONSTRUCOLOR®’s B03-AA132 pigment is of very easy 
dispersion in cement mixtures, achieving integrally colored 
pourings of: floors, pre-casts, columns, bridges, road shoulders, 
sidewalks, blocks, cobblestones, decorations, sculptures, etc.; 
making the possibility of as many color combinations, finishing’s 
and figures as your imagination allows.  

USAGE 

CONSTRUCOLOR®’s B03-AA132 is easy to use, it can be added 
at any moment during the fabrication of the mixture. It can be 
dispersed in water or added directly to the cement and its 
aggregates, its dosage is calculated as a percentage of the 
cementitious elements contained in the mixture, adding to it by 
weight either manually or being automatically dispensed.  

The B03-AA132 can be mixed with other B03 pigments, as well as 
with CONSTRUCOLOR®’s B02 and B03 pigments to obtain other 
colors and/or tones, it’s also compatible with 
CONSTRUCOLOR®’s S01-AA052 and S01-AA046 Sealers, as well 
as with Overlay Floors and Additive for Pervious Concrete.  

Variations in water quantities and of the aggregates in relation to 
the cement, as well as changes in the color of the cement and of 
the aggregates may cause variations in the obtained tone of the 
concrete or mortar. Also, the type of curing and the way the 
surface is worked as well as its texture may cause variations in the 
final tone of the concrete or mortar.  

For the finishing touches of the surface water must not be used. Do 
not use water, plastics or tarps for the curing, except humid curing 
blankets; a transparent and colorless curing membrane can be 
used. We recommend CONSTRUCOLOR®’s S02-AA052 Sealer 
and Curing Membrane.  

When fabricating the first mixture in the mixing truck, we 
recommend saving part of the reserved water so that it can be used 
to adjust the revenue with it after incorporating the B03-AA132. 

 

Following mixtures must be proportioned in the same way as the 
first one.  

PERFORMANCE 

Performance depends on the desired color or tone as well as the 
characteristics of the mixture and of the colors and granulometry of 
the aggregates. In general we recommend adding the B03-AA132 
in a 1% - 5% over the weight of the cementitious elements. The 
correct percentage can be easily determined in trials under normal 
operating conditions.  

USE WITH ADDITIVES AND CURING MEMBRANES 

CONSTRUCOLOR®’s B03-AA132 pigment has not presented 
incompatibility with additives and curing membranes commonly 
used in the elaboration and curing of the mixtures of concrete and 
mortars, except calcium chloride. It’s important to run tests before 
using it with an additive or curing membrane for the first time.  

When using CONSTRUCOLOR®’s B03-AA132 in mixtures that 
have an additive, as a precautionary measure we recommend not 
adding them together, hence avoiding both products mixing in 
high concentration. Dosing first the pigment and then visually 
checking its dispersion in the mixture before adding the additive.  

We recommend adjusting the desired revenue of the concrete or 
mortar after including all the additives and the pigment.  

PACKAGING 

To make CONSTRUCOLOR®’s B03-AA132 dosing easier, we pack 
it in buckets with the right weight in accordance to the cubic 
meters per charge programmed for the pouring. Unopened 
packages can preserve the product up to a year in temperatures 
between 41ºF and 104ºF.  

PRECAUTIONS 

The Material Security Data Sheet is provided upon request and has 
enough information about security measures required for the use of 
this product.  

WARRANTY 

CONSTRUCOLOR® guarantees constancy in quality control in the 
manufacturing of B03-AA132 Liquid-Gel Integral Pigment. All 
information, recommendations and suggestions provided y 
CONSTRUCOLOR® in relation to its products are based on data 
obtained through controlled testing; nonetheless uses and 
application conditions of our products and interpretation of 
information remain completely under the control of the user and 
not CONSTRUCOLOR®, hence why it’s necessary for the user to 
test our products and information before using it so that they can 
determine to their own satisfaction if they are convenient for the 
uses and applications they require. This is why 
CONSTRUCOLOR® does not offer any express or implicit 
guarantee over the obtained results. 

 


